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DRAW PULL LATCHES
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ADJUSTABLE DRAW PULL LATCHES
 Kick-out Feature
 Adjustable hook for different reaches

STANDARD LATCHES 

NOTE: Latch and keeper surfaces must be on the same plane.

LATCHES WITH SECONDARY CATCH 

NOTE: Latch and keeper surfaces must be on the same plane.

LATCHES WITH PADLOCKING HASP 

NOTE: Latch and keeper surfaces must be on the same plane.

LATCH KEEPERS 

PART NUMBER MATERIAL FINISH BASE STYLE

210-100ZN Steel Zinc Plated Concealed

210-100SS Stainless Steel Electropolished Concealed

210-100SSBK Stainless Steel Black E-coated Concealed

210-200ZN Steel Zinc Plated Exposed

210-200SS Stainless Steel Electropolished Exposed

210-200SSBK Stainless Steel Black E-coated Exposed

PART NUMBER MATERIAL FINISH BASE STYLE

210-110ZN Steel Zinc Plated Concealed

210-110SS Stainless Steel Electropolished Concealed

210-210ZN Steel Zinc Plated Exposed

210-210SS Stainless Steel Electropolished Exposed

PART NUMBER MATERIAL FINISH BASE STYLE

210-120ZN Steel Zinc Plated Concealed

210-120SS Stainless Steel Electropolished Concealed

210-220ZN Steel Zinc Plated Exposed

210-220SS Stainless Steel Electropolished Exposed

PART NUMBER MATERIAL FINISH KEEPER STYLE

210-K01ZN Steel Zinc Plated Concealed

210-K01SS Stainless Steel Electropolished Concealed

210-K01SSBK Stainless Steel Black Oxide Concealed

210-K02ZN Steel Zinc Plated Exposed

210-K02SS Stainless Steel Electropolished Exposed

210-K02SSBK Stainless Steel Black Oxide Exposed

.90

2.77

CONCEALED BASE
1.06 MIN. 2.00 MAX .65

.25

.50

CONCEALED STYLE

1.07

.177
(2) HOLES

1.06

.31

EXPOSED STYLE

.55

1.20

.63

.49
.39

.177
(2) HOLES

2.20 MIN. 3.15 MAX

3.17

EXPOSED BASE

.50

.25

.501.13

.167
(2) HOLES

KICKOUT FEATURE

IS PULLED BACK

LATCH  HOOK KICKS
OUT WHEN HANDLE

EXPOSEDCONCEALED


