
PET Expandable Braided Sleeve

P.E.T.

Black

-40 °C ~ 125 °C 

MATERIAL

Color

Temperature 
Range

P.E.T.

PRODUCTS DESCRIPTION

General Purpose, Flame Retardant Polyolefin Tubing

PE

 : -55˚C ~ 125˚C
 : 70˚C

 : 110˚C

600V

VW-1

.. , 
,

MATERIAL

COLOR

TEMPERATURE 
RANGE

VOLTAGE 
RANGE

FLAMMABILITY

Polyolefin (PE)

Black, Red, Blue, Yellow, 
White, Green

Operating temperature : -55˚C ~ 125˚C
Minimum shrink temperature : 70˚C
Minimum fully recovery temperature : 110˚C

600V

VW-1

PRODUCTS DESCRIPTION

13 14

PETDesigned from durable environment friendly 
PET monofilament yarns and the unique 
braided construction enable quick and easy 
installation over large connectors. These 
sleeves are used in wire harnessing in indus-
tries, hose and cable protection for the 
automotive, heavy equipment and marine 
industries.

ITEM NO.
Size

mminch

Bundle DIA
Min (mm)

Bundle DIA
Max (mm)

Packing
Feet (M) / R Ends

PRODUCTS SPECIFICATION

BSPET-FR1

BSPET-FR2

BSPET-FR3

BSPET-FR4

BSPET-FR5

BSPET-FR6

BSPET-FR7

BSPET-FR8

BSPET-FR9

1/8"

1/4"

3/8"

1/2"

3/4"

1-1/4"

1-1/2"

1-3/4"

2"

3.2

6.4

9.5

12.7

19.1

31.75

38.1

44.5

50

2.37

3.17

4.76

6.35

12.70

19.05

25.4

31.75

44.5

6.35

9.53

15.88

19.05

31.75

38.1

57.15

69.85

75

1000ft(305 M )/R

1000ft(305 M )/R

500ft(153 M)/R

500ft(153 M)/R

250ft(77 M)/R

250ft(77 M)/R

200ft(61 M)/R

200ft(61 M)/R

200ft(61 M)/R

1

3

3

3

3

3

4

4

5

General purpose tubing for military and commercial 
applications such as electrical insulation and 
protecting in-line components, disconnect terminals, 
and splices. Used for jacketing wire bundles and 
light-duty harness and identifying or color-codes 
wires, cables, terminals, and components.

ITEM NO. Size (mm)

AS SUPPLIED
 (MM)

AFTER RECOVERY
 (MM)

 (max.) (max.)

PACKAGE
(M/S POOL)

G5-0.8

G5-1

G5-1.5

G5-2

G5-2.5

G5-3

G5-3.5

G5-4

G5-4.5

G5-5

G5-6

G5-7

G5-8

G5-9

G5-10

G5-11

G5-12

G5-13

G5-14

G5-15

G5-16

G5-17

G5-18

G5-20

G5-22

G5-25

G5-28

G5-30

G5-35

G5-40

G5-45

G5-50

G5-60

G5-70

G5-80

G5-90

G5-100

G5-120

G5-150

G5-180

1.0 ± 0.2

1.5 ± 0.3

2.0 ± 0.3

2.5 ± 0.3

3.0 ± 0.3

3.5 ± 0.3

4.0 ± 0.3

4.5 ± 0.3

5.0 ± 0.3

5.5 ± 0.3

6.5 ± 0.3

7.6 ± 0.3

8.6 ± 0.3

9.6 ± 0.3

10.7 ± 0.4

11.7 ± 0.4

12.7 ± 0.4

13.7 ± 0.4

14.7±0.4

15.7±0.5

16.7 ± 0.5

17.5 ± 0.6

19.0 ± 0.5

21.0 ± 0.5

23.0 ± 0.5

26.0 ± 1.0

29.0 ± 1.0

31.5 ± 1.0

37.0 ± 1.0

40.5 ± 1.0

46.0 ± 1.0

50.5 ± 1.0

60.0 ± 3.0

70.0 ± 3.0

80.0 ± 3.0

90.0 ± 4.0

100.0 ± 4.0

120.0 ± 4.0

150.0 ± 4.0

180.0 ± 4.0

0.15 ± 0.05

0.20 ± 0.05

0.20 ± 0.05

0.20 ± 0.05

0.25 ± 0.05

0.25 ± 0.05

0.25 ± 0.05

0.25 ± 0.05

0.25 ± 0.05

0.25 ± 0.05

0.28 ± 0.05

0.30 ± 0.06

0.30 ± 0.06

0.30 ± 0.06

0.30 ± 0.06

0.30 ± 0.06

0.30 ± 0.06

0.35 ± 0.07

0.35 ± 0.07

0.35 ± 0.07

0.35 ± 0.07

0.35 ± 0.12

0.40 ± 0.10

0.40 ± 0.10

0.40 ± 0.10

0.45 ± 0.10

0.45 ± 0.10

0.45 ± 0.10

0.50 ± 0.10

0.50 ± 0.10

0.50 ± 0.10

0.50 ± 0.10

0.80 ± 0.20

0.80 ± 0.20

0.80 ± 0.30

0.80 ± 0.30

0.80 ± 0.30

0.80 ± 0.30

0.80 ± 0.30

0.80 ± 0.30

0.4

0.6

0.75

1.0

1.25

1.5

1.75

2.0

2.25

2.5

3.0

3.5

4.0

4.5

5.0

5.5

6.0

6.5

7.0

7.5

8.0

8.5

9.0

10.0

11.0

12.5

14.0

15.0

17.5

20.0

22.5

25.0

30.0

35.0

40.0

45.0

50.0

60.0

75.0

90.0

0.25 ± 0.05

0.33 ± 0.05

0.36 ± 0.05

0.44 ± 0.05

0.44 ± 0.05

0.44 ± 0.05

0.44 ± 0.05

0.44 ± 0.05

0.44 ± 0.08

0.56 ± 0.08

0.56 ± 0.08

0.56 ± 0.08

0.56 ± 0.08

0.56 ± 0.08

0.56 ± 0.08

0.56 ± 0.08

0.56 ± 0.08

0.69 ± 0.08

0.69 ± 0.08

0.69 ± 0.08

0.69 ± 0.08

0.77 ± 0.08

0.77 ± 0.15

0.77 ± 0.15

0.77 ± 0.15

0.87 ± 0.15

0.87 ± 0.15

0.87 ± 0.15  

0.97 ± 0.15

0.97 ± 0.15

0.97 ± 0.15

0.97 ± 0.15

1.30 ± 0.20

1.50 ± 0.20

1.50 ± 0.30

1.50 ± 0.30

1.50 ± 0.30

1.50 ± 0.30

1.50 ± 0.30

1.50 ± 0.30

200

200

200

200

200

200

200

200

100

100

100

100

100

100

100

100

100

100

100

100

100

100

100

100

100

50

50

50

50

50

25

25

25

25

25

25

25

15

15

15

PRODUCTS SPECIFICATION

0.8

1.0

1.5

2.0

2.5

3.0

3.5

4.0

4.5

5.0

6.0

7.0

8.0

9.0

10.0

11.0

12.0

13.0

14.0

15.0

16.0

17.0

18.0

20.0

22.0

25.0

28.0

30.0

35.0

40.0

45.0

50.0

60.0

70.0

80.0

90.0

100

120

150

180


