
Product Name Product Photo Dimension Power 
Consumption

Color 
Temperature Lumen Output3000K/Tj=85°C CRI Application

EVL-JU1215(EU)
(36V) 12x15x1.4 mm3 4W 2700K-6500K

149 lm/W 480~540 lm >80
Spotlight
Downlight

134 lm/W 414~460 lm >90

EVL-JU1215(EU)
(36V) 12x15x1.4 mm3 8W 2700K-6500K

147 lm/W 955~1065 lm >80
Spotlight
Downlight

132 lm/W 805~915 lm >90

EVL-JU1215(EU)
(36V) 12x15x1.4 mm3 12W 2700K-6500K

142 lm/W 1380~1535 lm >80
Spotlight
Downlight

128 lm/W 1160~1320 lm >90

EVL-JU2024(EU)
(36V)

20x24x1.4 mm3 17W 2700K-6500K

152 lm/W 2530~2875 lm >80
Spotlight
Downlight

137 lm/W 2185~2530 lm >90

EVL-JU2024(EU)
(36V)

20x24x1.4 mm3 25W 2700K-6500K

150 lm/W 3390~3850 lm >80
Spotlight
Downlight

135 lm/W 2700~3280 lm >90

EVL-JU2024(EU)
(36V)

20x24x1.4 mm3 35W 2700K-6500K

147 lm/W 4655~5175 lm >80
Spotlight
Downlight

132 lm/W 3800~4310 lm >90

EVL-JU2024(EU)
(48V)

20x24x1.4 mm3 50W 2700K-6500K

143 lm/W 5920~6840 lm >80
Spotlight
Downlight

129 lm/W 5000~5690 lm >90

Product name Product photo Dimension Power 
consumption CCT  

3000K /Tj=85°C
Typ. Lumen output 
Tj=85°C CRI Application

EVL-XUAN1313
(EU)(36V)

 13.5x13.5x1.6 mm3 3W 2700~6500K

150 lm/W 440~510 lm >80
Spotlight 
Downlight

131 lm/W 385~450 lm >90

EVL-XUAN1313 
(EU)(36V) 13.5x13.5x1.6 mm3 6W 2700~6500K

147 lm/W 865~1005 lm >80
Spotlight 
Downlight

130 lm/W 755~885 lm >90

EVL-XUAN1313 
(EU)(36V) 13.5x13.5x1.6 mm3 9W 2700~6500K

144 lm/W 1275~1480 lm >80
Spotlight 
Downlight

128 lm/W 1115~1300 lm >90

EVL-XUAN1313 
(EU)(36V) 13.5x13.5x1.6 mm3 12W 2700~6500K

142 lm/W 1670~1935 lm >80
Spotlight 
Downlight

125 lm/W 1460~1705 lm >90

EVL-XUAN1919 
(EU)(36V) 19.0x19.0x1.6 mm3 16W 2700~6500K

150 lm/W 2175~2525 lm >80
Spotlight 
Downlight

131 lm/W 1900~2225 lm >90

EVL-XUAN1919 
(EU)(36V) 19.0x19.0x1.6 mm3 19W 2700~6500K

146 lm/W 2585~3000 lm >80
Spotlight 
Downlight

130 lm/W 2260~2640 lm >90

EVL-XUAN1919 
(EU)(36V) 19.0x19.0x1.6 mm3 25W 2700~6500K

144 lm/W 3380~3920 lm >80
Spotlight 
Downlight

127 lm/W 2950~3455 lm >90

EVL-XUAN2828 
(EU)(36V) 28.0x28.0x1.6 mm3 39W 2700~6500K

149 lm/W 5240~6075 lm >80
Spotlight 
Downlight

131 lm/W 4580~5355 lm >90

EVL-XUAN2828 
(EU)(54V) 28.0x28.0x1.6 mm3 58W 2700~6500K

142 lm/W 7665~8890 lm >80
Spotlight 
Downlight

125 lm/W 6700~7840 lm >90

EVL-XUAN2828 
(EU)(54V) 28.0x28.0x1.6 mm3 88W 2700~6500K

139 lm/W 11190~12980 lm >80
Spotlight 
Downlight

122 lm/W 9782~11440 lm >90

EVL-XUAN3838 
(EU)(110V) 38.0x38.0x1.6 mm3 178W 2700~6500K

140 lm/W 25000~26500 lm >80
Spotlight 
Downlight

132 lm/W 23500~25000 lm >90
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XUAN LED Series
The EVERLIGHT 2016 new generation of XUAN-III COB series upgrade 15% compared to XUAN-II and better luminous competitiveness in CRI90. 

EVERLIGHT also achieves two advantages in high efficiency and easy assembly. With high thermal conductive Mirror-Al PCB, it can be easily attached to 

heatsink. Another feature of this product is the wide driving operation range from 3W low power up to 178W ultra-high power. For typical driving state, super 

high efficiency is promised. For over-driving state, it can not only deliver high lumen output but also remain stable with proper heatsink to present an 

economic lighting design.

New Generation of

XUAN III

JU Series 
The EVERLIGHT COB LED series achieves superior efficiency and high CRI. COBs can be mounted directly on heat sink eliminating the SMT process. With 

a concentrated light emission area, low resistance and low current density for better heat dissipation, ease of assembly, and lowering of the system cost in 

lighting applications, the EVERLIGHT COB series is an ideal LED for Directional lamps and luminaires, Decorative lamps, Down lights, and more.
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ASIA
CHINA
CHINA, HONG KONG
EVERLIGHT ELECTRONICS CO., LTD.

Units 1606-1610, 16/F., Prosperity Place,

6 Shing Yip Street, Kwun Tong, Kowloon,

Hong Kong

TEL: +852-23880602

FAX: +852-23881127, 23843092

CHINA, SHENZHEN
EVERLIGHT ELECTRONICS CO., LTD.

Room 305A、306, The third floor of The

Second building in Zone A ,Internet Industry ,

Baoyuan Road ,Bao'an District, Shenzhen,

Guangdong, China

Postcode: 518010

TEL: +86-0755-2163-8863

FAX: +86-0755-2163-8620

CHINA, GUANGZHOU
EVERLIGHT ELECTRONICS CO., LTD.

1501 15 F1.,No.266 Xi Huan Road, 
Sha Tou Street, Panyu District, 
Guangzhou, China

Postcode: 511400

TEL: +86-(0)20-84663392

FAX: +86-(0)20-84663372

CHINA, XIAMEN
EVERLIGHT ELECTRONICS CO., LTD

Room6A25, Xiamen Huli District 

An Ling Lake Road Huijin Building

Xiamen,Fujian , China

Postcode: 361000

TEL: +86- 4006-258-289

CHINA, CHONGQING
EVERLIGHT ELECTRONICS CO., LTD

Room 21-3,   Building A1, Bin Xin City , 

Yangjiaping Century ,Jiulongpo District,

Chongqing , China

Postcode: 400050

TEL: +86- 4006-258-289

CHINA, SUZHOU
EVERLIGHT ELECTRONICS CO., LTD.

Room 306-308, Block 1, Runjie Square, No. 9,

Road Dengwei, Suzhou (SND), Jiang Su, China

Postcode: 215011

TEL: +86-(0)512-68020883

CHINA, QINGDAO
EVERLIGHT ELECTRONICS CO., LTD.

Room 317 (Building Dingdu), No. 133, Rd. 

Fuzhou-North, District Shibei, Qingdao, 

Shandong, China

TEL: +86-532-8091-6675

FAX: +86-532-8079-7372

CHINA, TIANJIN
EVERLIGHT ELECTRONICS CO., LTD

No. Room 810,Technology Finance Building,No 32.

AnShan Road,HePing District,TianJin,China

Postcode: 300020

TEL: +86-22-26351122, 26351133

CHINA, BEIJING
EVERLIGHT ELECTRONICS CO., LTD

Room 201, Unit 2,  Building 13, 

Jiugong Jiahe Garden, Daxing District,

Beijing , China

Postcode: 102600

TEL: +86- 4006-258-289

AMERICA
TEXAS USA
EVERLIGHT AMERICAS INC.

3220 Commander Drive, Suite 100 

Carrollton,Texas, 75006, United States

TEL: +1-972-490-4008

FAX: +1-972-490-5009

EMAIL: salesmarketing@everlightamericas.com

CALIFORNIA USA
EVERLIGHT AMERICAS INC.

3280 E Guasti Road, Suite 200

Ontario, California 91761, United States

TEL: +1-909-937-6070

FAX: +1-909-937-7619

EMAIL: salesmarketing@everlightamericas.com

EUROPE
GERMANY, HQ
EVERLIGHT ELECTRONICS EUROPE GMBH

Siemensallee 84, Building 7302, 5F

76187 Karlsruhe, Germany

TEL: +49-721-82447-3

FAX: +49-721-82447-40

EMAIL: Info@everlight-eu.de

GERMANY, MUNICH
EVERLIGHT ELECTRONICS EUROPE GMBH

Rote-Kreuz-Strasse 8, D-85737 Ismaning, Germany

TEL: +49-89-9400336-0

FAX: +49-89-9400336-29

EMAIL: info@everlight-eu.de
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HEADQUARTERS
No. 6-8, Zhonghua Rd., Shulin Dist., New Taipei City, Taiwan 23860

TEL: +886-2-2685-6688 FAX: +886-2-2685-6699

www.everlight.com

KOREA
EVERLIGHT OPTOELECTRONICS

KOREA CO., LTD.

7F S706-1 Garden 5 Works Choongmin Rd52., 

Songpa-gu, Seoul, KOREA. 

TEL: +82-2-2047-3960

FAX: +82-2-2047-3961

EMAIL: terrychoi@everlight.com

JAPAN, TOKYO
EVERLIGHT JAPAN CORPORATION 

4F MITA SUN BLDG., 1-3-35 MITA, 

MINATO-KU, TOKYO, 108-0073, JAPAN

TEL: +81-3-5439-9296

FAX: +81-3-5439-9288

EMAIL: elj@everlight.com

JAPAN, KYOTO
EVERLIGHT JAPAN CORPORATION

7F, MITSUISEIMEI KYOTO YAMASHINA BLDG. 

46-1, TAKEHANADOUNOMAECHOU, 

YAMASHINA KU, KYOTO, 607-8085, JAPAN

TEL: +81-75-584-6070

FAX: +81-75-584-6080

EMAIL: everlightjapan@everlight.com

INDIA, BANGALORE
EVERLIGHT ELECTRONICS INDIA PVT LTD 

Suit No. 3, 2nd Floor

Alpha Block. Sigma Soft Tech Park.

Varthur Kodi. Whitefield Main Road.

Bangalore: 560066

TEL: +91-080-41633111, +91-080-41623111

FAX: +91-080-41622111

EMAIL: salesindia@everlight.com

INDIA, DELHI
EVERLIGHT ELECTRONICS INDIA PRIVATED LTD.

Regus Green Boulevard

Level-5, Tower C, 3C Green Boulevard, Block B,

Sec-62, Noida:201301

TEL: +91-120-6608019

MOBEL: +91-981-1831442

EMAIL: anuj@everlight.com

MALAYSIA
EVERLIGHT OPTOELECTRONICS(M) SDN BHD

B-04-20 Krystal Point,

303 Jalan Sultan Azlan Shah,

11900 Penang, Malaysia

TEL: +60-4-646-4233

FAX: +60-4-646-5233

EMAIL: inquiry@everlight-pg.com.my

SINGAPORE
EVERLIGHT ELECTRONICS SINGAPORE PTE LTD

50 Tagore Lane , #04-11D,

Entrepreneur Centre, Singapore 787494.

TEL: +65-6511-2965

FAX: +65-6338-5486

EMAIL: contact@everlight.com.sg



Product name Picture Dimension Power 
consumption Voltage CCT Typ. Lumen output CRI 

 
EVL-CHI2024-24609(EU) 20x24x2.3 mm3 9W 12V & 24V

2700K-4000K-5700K 

139-140-136 lm/W 1250-1270-1220 lm 80

128-129-125 lm/W 1150-1160-1125 lm 90

EVL-CHI3030-27E19(EU) 30x30x2.3 mm3 19W 27V

126-145-141 lm/W 2400-2700-2680 lm 80

116-134-130 lm/W 2200-2550-2470 lm 90

EVL-CHI3030-27L29(EU) 30x30x2.3 mm3 29W 27V

125-137-134 lm/W 3600-4000-3900 lm 80

116-126-124 lm/W 3350-3650-3600 lm 90

EVL-CHI2024-12609(EU)

Dimension 3.5 x 3.5 x 2.03 mm3

Power consumption 1~3W

Color Deep Red Far Red Red Orange Green Royal Blue

WLP(nm) 645~675 715~745 620~630 610~620 520~535 445~460

Luminous Flux or LOP 440 mW 250 mW 70 lm 85 lm 110 lm 600 mW

Forward Voltage(V) 1.75~2.75V 1.75~2.75V 1.75~2.75V 1.75~2.75V 2.65~3.85V 2.65~3.85V

Forward Current 350 mA

Application Stage Lamp
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LED Filament Series

Product Name Product Photo Dimension Power 
Consumption Color Temperature Efficiency Lumen Output CRI Application

EVL-JHU(EU)
Series

Total Length 
(including pins): 36mm

Diameter: 1.5mm
1.1W

2400K 136 149 82

Bulbs
Candle light2700K 142 155 82

5000K 162 177 82

The EVERLIGHT Filament series has the advantage of high efficiency with low cost. It also has 360ºC viewing angle. The product is a top solution for general 

lighting applications.

CHI Series Color Choice®

This specialty COB from Everlight is a color changing COB LED for the indoor retail and residential lighting industry. It consists of two foundational color 

tempera-tures of 2700K and 5700K that can be thoroughly mixed to achieve all ANSI color temperatures up to 5700K CCT. All mixture points achieve 

>100lm/W and >80Ra. This COB is ideal for setting the proper lighting environment.

The EVL-2835(EU) series is an upgrade from 

standard 3528 packages. With a newly designed 

heat slug and compact design, this LED can be 

over driven while maintaining its compact size, 

high efficiency, and cost effectiveness. The 

superior product characteristics turn this white 

LED device into a real cost and energy saver and 

is  a  top so lut ion for  any genera l  l ight ing 

application.

EVL-2835(EU)

(0.2W/0.5W/1W)

Dimension 2.8 x 3.5 x 0.7 mm3

Power Consumption 0.2W (3V) 0.5W (3V) 1W (6V)

CCT

Efficiency

2700K-6500K

143 lm/W(WW)
151 lm/W(CW)

151 lm/W(WW)
161 lm/W(CW)

135 lm/W(WW)
145 lm/W(CW)

Lumens Output 27 lm(WW)
29 lm(CW)

73 lm(WW)
78 lm(CW)

135 lm(WW)
145 lm(CW)

CRI >80

Application Tube / Linear Fixture Downlight / Bay / 
Linear Fixture

Dimension 2.8 x 3.5 x 0.7 mm3

Power consumption 0.5W 0.5W 1W 1W

Vf 9 18 9 18

CCT 2700K-6500K

145lm/W(WW)
155lm/W(CW)

145lm/W(WW)
155lm/W(CW)

127lm/W(WW)
137lm/W(CW)

120lm/W(WW)
130lm/W(CW)

Lumens Output 68lm(WW)
73lm(CW)

68lm(WW)
73lm(CW)

120lm(WW)
130lm(CW)

115lm(WW)
125lm(CW)

CRI >80

Application Tube/Linear Fixture

EVL-2835(EU)

High Voltage

(0.5W/1W)

EVERLIGHT took linear power into consideration 

to develop EVL-2835(EU) HV series. It can offer 

excel lent per formance and fexiable use to 

customers.

Dimension 5.6 x 3.0 x 0.65 mm3

0.2W (up to 0.5W)Power Consumption 

2700K-6500KColor Temperature 

205 lm/W(WW)-220 lm/W(CW)Efficiency 

38 lm(WW)-41 lm(CW)Lumens Output

>80CRI

Application Tube / Panel / Linear Fixture / Downlight

EVL-5630(EU)

High Efficiency

(0.2-0.5W)

The latest EVL-5630(EU) High Efficiency (0.2W) 

series LED is a ultra high efficiency LED from 

EVERLIGHT. It provides an optimal solution to 

achieve 150lm/W tube applications and is a 

preferred LED for many other applications.

EVL-2835(EU)

High CRI

(0.2W/0.5W/1W)

The EVL-2835(EU) high CRI ser ies has the 

advantage of CRI>90 and complete wattages 

for selection. The product is a top solution for 

p ro f e s s i o n a l  a n d  c o m m e r i c i a l  l i g h t i n g  

applications.

Dimension 2.8 x 3.5 x 0.7 mm3

Power Consumption 0.2W (3V) 0.5W (3V) 1W (6V)

CCT

Efficiency

2700K-6500K

120 lm/W(WW)
130 lm/W(CW)

120 lm/W(WW)
130 lm/W(CW)

115 lm/W(WW)
125 lm/W(CW)

Lumens Output 23 lm(WW)
25 lm(CW)

58 lm(WW)
63 lm(CW)

110 lm(WW)
120 lm(CW)

CRI >90

Application Tube / Linear Fixture

0.5W (6V)

105 lm/W(WW)
115 lm/W(CW)

53 lm(WW)
58 lm(CW)

EMC LED Series
EVL-XI3030(EU)

(1W)

Dimension 3.0 x 3.0 x 0.63 mm3

Power Consumption 1W

2700K-6500K

Efficiency 135 lm/W(WW) / 145 lm/W(CW)

Lumens Output 135 lm(WW) / 145 lm(CW)

CRI >80

Color Temperature 

Application Downlight / Bay / Linear Fixture

The EVL-XI3030(EU) is a new package with a compact 

s ize and high lumen design concept. I t is one of 

EVERLIGHT's new 1W packages that can be clustered 

in small arrays for high lumen density applications, 

paired with invidivual optics for directional lamps, or 

spread out evenly on a board for diffused applications. It 

is a very adaptable LED for mult ip le high l i fet ime 

applications.

The EVL-XI5050(EU) series possesses superior effciency 

and easy assembly with SMT process. Regarding to the 

performance of the package, EVL-XI5050(EU) can be the 

best substitution of COBs while lowering the system 

cost in lighting applications.

EVL-XI5050(EU)

(5W)

Dimension 5.0 x 5.0 x 0.7 mm3

Power Consumption 5W

2700K-6500K

Efficiency 125 lm/W(WW)-140 lm/W(CW)

Lumens Output 595 lm(WW)-645 lm(CW)

CRI >80

Color Temperature 

Application Bulbs

EVL-XI9595(EU)

(8W)

Dimension 9.5 x 9.5 x 0.8 mm3

Power Consumption 8W

Efficiency 130 lm/W(WW)-145 lm/W(CW)

Lumens Output 990 lm(WW)-1090 lm(CW)

CRI >80

2700K-6500KColor Temperature 

Application Directional Lamp / Spotlight / Diffused Apps

The EVL-X I9595(EU) se r ies possesses super io r  

ef ficiency and easy assembly with SMT process. 

Regard ing to the per fo rmance of  the package,  

EVL-XI9595(EU) can be the best substitution of COBs 

while lowering the system cost in lighting applications. 

Another featu re of  th is  p roduct i s  that  a s ing le 

EVL-XI9595(EU) can be applied in diffused applications 

to achieve a simple high lumen design.

EVL-3535(EU)

(1-5W)

The EVL-3535(EU) ser ies is EVERLIGHT's newest 

sur face mount h igh-power device featur ing h igh 

br ightness combined with a compact s ize that is 

suitable for all kinds of lighting applications such as 

general illumination, flash, spot, signal, industrial and 

commercial lighting. The EVL-3535(EU) series is one of 

the most promising devices in EVERLIGHT's high power 

product offering and is ready to face the challenges of 

today's Solid-State Lighting requirements.

Dimension 3.5 x 3.5  x 2.36 mm3

1~5WPower Consumption 

2700K-6500KColor Temperature 

142 lm/W(WW)-167 lm/W(CW)Efficiency 

147 lm(WW)-177 lm(CW)Lumens Output

>80 / >70CRI

Application Spotlight / Streetlight / Bay

NEW

High Power LED Series

High Power Color LED Series

Low Middle Power LED Series

EVL-Shwo(EU)

(1-3W)

The EVERLIGHT Color LED Series uses much better optoelectronic conversion efficiency monochromatic chip. Package with low thermal resistance and 

good heat dissipation to become the best solution of commercial and outdoor colorful lighting.

RGBW Series
T h e  d e b u t  4 - i n -1  R G BW s e r i e s  ( s i z e :  

6 .0x6.0x4.0mm) i s  f unc t ioned w i th  the 

wavelength range 450-650nm, the overall 

color mixing fields of red, green, blue and white 

colors. The overall Color Mixing Fields are 

Exactly the Preferable Choice for Stage Lights.

Dimension 6.0 x 6.0 x 4.0 mm3

Color Red Green Cool White

WLD(nm) & CCT

Typ. Lm&mW

620-630

100 lm 200 lm 210 lm

Current(mA) 700 700 700

Voltage(V)

Royal Blue

520-530 6500K450-460

1100 mW

700

2.65 3.20 3.253.20

Dimension 3.0 x 3.0 x 0.63 mm3

0.2WPower Consumption 

2700K-6500KColor Temperature 

180 lm/W(WW)-205 lm/W(CW)Efficiency 

35 lm(WW)-38 lm(CW)Lumens Output

>80CRI

Application Downlight / Bay / Linear Fixture

EVL-3030(EU)

High Efficiency

(0.2W)

The EVL-3030(EU) high efficiency series is a 

high efficiency LED from EVERLIGHT. It is a very 

adaptab le LED fo r  mu l t ip le  h igh l i fe t ime 

applications.
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EVL-RGBW(EU)

(8W)


