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SpecificationsConditionItems

Rated voltage�

Surge voltage�

Category temperature range�

Capacitance tolerance�

Dissipation Factor（DF）�

Leakage current（LC）�

(V)�

(V)�

(℃)�

(％)

－�

Room temperature�

－�

120Hz/20℃�

120Hz/20℃�

φ5 to φ8 : 1,000hrs., φ10 to φ18 : 2,000hrs.

Within ±20% of the initial value

≤ 2 times the initial specified value

≤ The initial specified value 

Aluminum Electrolytic Capacitors 

Aluminum Electrolytic Type / Radial Lead Type RoHS compliance

76

ME-FC.FDSeries Low ESR, Miniature

・105℃, 1,000 to 2,000hrs
・Do not clean the capacitors using solvent.
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α : L<20  α=1.5,  L≥20  α=2.0
A pressure relief vent is attached to products over φD=6.3

105℃ Low Profile, Mid. and High Voltage

105℃ Miniature, Mid. and High Voltage
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�Model No. FC series 160 ME 33 FC

Rated capacitance code
Type code
Rated voltage

Series code
FD series 450 ME 10 FD

Rated capacitance code
Type code
Rated voltage

Series code

Case size ; φD x L (mm)

Rated ripple current
mArms (120Hz, 105°C)

(Unit : mm)

5

2.0

0.5

6.3

2.5

0.5

8

3.5

0.6

10

5.0

0.6

12.5

5.0

0.6

16

7.5

0.8

18

7.5

0.8

Upper ; FC series (0.47µF to 4.7µF ; FC series)
Lower ; FD series 

φD
F

φd

6.3 x 11
6.3 x 11

8 x 11.5
8 x 12.5

10 x 12.5
10 x 20

12.5 x 25
16 x 21
16 x 25
18 x 21
16 x 30
18 x 25
16 x 35.5
18 x 30.5
18 x 35.5

8 x 12.5
10 x 16
10 x 20

12.5 x 20
12.5 x 25

16 x 21
16 x 25
18 x 21
16 x 30
18 x 25
18 x 35.5

5 x 11
5 x 11

6.3 x 11
8 x 11.5
8 x 11.5

10 x 12.5

10 x 20

12.5 x 20

12.5 x 25
16 x 21
16 x 25
18 x 21
16 x 30
18 x 25
16 x 35.5
18 x 25
18 x 35.5

5 x 11
5 x 11

6.3 x 11
6.3 x 11

8 x 11.5
8 x 12.5

10 x 16

10 x 20

12.5 x 20

12.5 x 25
16 x 21

16 x 21
16 x 25
18 x 21
16 x 35.5
18 x 30.5
18 x 35.5

5 x 11
5 x 11

6.3 x 11
6.3 x 11
6.3 x 11

8 x 11.5

10 x 12.5

10 x 20

12.5 x 20

12.5 x 20

12.5 x 25
16 x 21

12.5 x 25
16 x 21
16 x 30
18 x 25
16 x 35.5
18 x 30.5

Specifications

Dimensions

Size List, Rated Ripple Current
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Please refer to page 19 for the ripple current frequency coefficient.


