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G20

Metallized Polypropylene Film Capacitors
MPT/MPAMPT & MPA are non-inductively wound with metallized 

Polypropylene dielectric/electrode with outer wrapping of
Polyester film and end sealed with epoxy resin. They are
suitable for timing circuits, integrating and filter networks
with application primarily in telecommunications equipment.

Features:
• Low dissipation factor and high insulation resistance.
• High stability of capacitance and DF versus temperature

and frequency.
• Low ESR
• Self-healing properties.
• Small size and light weight.

Specifications:
• Operating Temperature: -40°C,+85°C
• Capacitance Range: .01µFß,10µF
• Capacitance Tolerance: J (±5%), K (±10%), M (±20%)
• Rated Voltage: 250VDC, 400VDC, 630VDC,
• Dissipation Factor: 0.1% Max. at 1KHz, 25°C
• Insulation Resistance: >30000 MΩ (C<.33µF)

>10000 MΩ-µF (C>.33µF)
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Size
Cap

R.V. 250 VDC 400 VDC 250 VDC 630 VDC

Unit: mm

dø

38 min.L max.38 min.

øD max.

dø

38 min.L max.38 min.

H max.

T max.

630 VDC 400 VDC

Unit: mm MPAMPT

D

≤ 8mm

> 8mm

dø

0.6mm

0.8mm
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