
OCVU

-55 ~ +125°C
                High Temp.
                    Usage

SMD Type Radial Type

P. 43

Product Group Chart

Organic Conductive Polymer Capacitors (OP-CAP)

OCV

-55 ~ +105°C
                  2,000 Hrs
                  Standard

OVK

-55 ~ +105°C
                  5,000 Hrs
                  Long Life

P. 36P. 33

OCVZ
   -55 ~ +105°C

Downsize 
Super Low ESR
4.5 mm Available

P. 38

OVH

P. 41

-55 ~ +105°C
Ultra Low

 ESR

OCRU

-55 ~ +125°C
                High Temp.
                    Usage

P. 68

OCR

                  2,000 Hrs
                  Standard

OCRK

                  5,000 Hrs
                  Long Life

P. 66P. 59

OCRZ

P. 61

ORE

P. 64

-55 ~ +105°C
Ultra Low

 ESR

-55 ~ +105°C

P. 28

SMD Type Radial Type

Condutive Polymer Hybrid Capacitors 

HBW

                  High Temp.
                  4,000 Hrs

P. 84P. 82

HBR

                  10,000 Hrs
                  Long Life

HBS

-55 ~ +125°C
                  High Temp.

                  4,000 Hrs

P. 88P. 86

-55 ~ +105°C

HBV

-55 ~ +105°C
                  10,000 Hrs
                  Long Life

-55 ~ +125°C

SMD Type Radial Type

Organic Condutive Polymer Capacitors (OP-CAP*) New

OVF

P. 53P. 45

OVA

                  15,000 Hrs
                  Standard

-55 ~ +105°C

    -55 ~ +105°C
Downsize 

Super Low ESR
4.5 mm Available

                  15,000 Hrs
                  Ultra Low
                        ESR

OVS

P. 57

                  20,000 Hrs
                    Long Life
                        

OVE

P. 48

                  Low ESR

OVD

P. 55

                  15,000 Hrs
                   Down Size
                        

OVG

P. 51

                  15,000 Hrs
                   16~25V
                        

P. 70

ORS

-55 ~ +105°C
                  15,000 Hrs
                  Standard

ORA

P. 72

ORC

P. 74

-55 ~ +105°C
                  15,000 Hrs

                Low ESR 
                 High CV
                        

ORG

P. 76

                  15,000 ~
                  20,000 Hrs
                   16~35V
                        

ORF

P. 78

                  20,000 Hrs
                  Long Life
                  Low ESR

ORB

P. 80

ORD

P. 81

                  20,000 Hrs
                   Down Size
                                            Long Life
                        

-55 ~ +105°C
                  15,000 Hrs
                    Low ESR

-55 ~ +105°C
                  20,000 Hrs
                    Long Life
                        

-55 ~ +105°C

-55 ~ +105°C

-55 ~ +105°C

-55 ~ +105°C

-55 ~ +105°C

-55 ~ +105°C

-55 ~ +105°C

-55 ~ +105°C

-55 ~ +105°C
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Radial Type

RLA REA RXC RXB/RPL RXQ/RQL

-40 ~ +85°C

Standard

-40 ~ +105°C
High Voltage

Slim Type
8,000~10,000 Hrs

-40 ~ +105°C
High Voltage

Slim Type
5,000 Hrs

-40 ~ +105°C

High Voltage

2,000~3,000 Hrs

-40 ~ +85°C

Low Leakage

Current

P.153 P.116 P.139 P.141 / P.147 P.143 / P.149

RA RGA/RGL RJA RXJ RXK
-55 ~ +105°C

Low ESR
Down Size

2,000~5,000 Hrs

-55 ~ +105°C

Low ESR

2,000~5,000 Hrs

-55 ~ +105°C

Wide Temp.

Range

-40 ~ +105°C

Standard

Slim Type

-40 ~ +105°C

Low Leakage

Current

P.155 P.118     / P.145 P.120

RUK RXR

P.122

-40 ~ +125°C

High Temp. Usage

3,000~5,000 Hrs.

-40 ~ +105°C

High Ripple

Current

RUA

-40 ~ +130°C
High Temp.

Usage

P.124

RXW

P.133

-55 ~ +105°C
Low ESR

High Reliability
4,000~7,000 Hrs.

RZW

-55 ~ +105°C
Low ESR

High Reliability
4,000~10,000 Hrs.

P.136P.151

P.126 P.129

SMD Aluminum Electrolytic Capacitors 

VEC VUK VUA VZT

VEVSS VES VEJ VEU VZS

VEB VEZ VEH VZH VZL

-40 ~ +85°C
Low Leakage

Current

-40 ~ +125°C
High Temp.

Usage
5,000 Hrs

-40 ~ +125°C
High Temp.

Usage

-55 ~ +105°C
2,000 Hrs

Ultra Low ESR

-40 ~ +85°C
Standard

-55 ~ +105°C
5.5 mmL

-55 ~ +105°C
3,000~5,000 Hrs

Long Life

-55 ~ +105°C
2,000 Hrs

-40 ~ +85°C
4.5 mmL

-55 ~ +105°C
2,000 Hrs

Ultra Low ESR
High CV

-40 ~ +85°C
Bi-polarized

-55 ~ +105°C
Low ESR

-55 ~ +105°C
2000 Hrs
Low ESR

2,000~5,000 Hrs
Low ESR

High Reliability

-55 ~ +105°C
2,000 Hrs
Low ESR
High CV

P.115 P.112 P.110 P.108

P. 90P. 92 P. 93 P. 94 P. 96 P.106

P.114 P. 98 P. 99 P.101 P.104

-55 ~ +105°C

New

Flame Retardant

Radial Type

RGV

-25 ~ +105°C

2,000 Hrs

P.157

LV

-25 ~ +85°C

2,000 Hrs

P.218

LVG

P.218

Snap-in Type -25 ~ +105°C

2,000 Hrs
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Snap-in Terminal

Screw Terminal

MEA MEK MEQ

-40 ~ +85°C
Screw Terminal

Standard

-25 ~ +85°C

5,000 Hrs

-25 ~ +85°C

20,000 Hrs

MKR
-25 ~ +85°C
High Speed

Charge/Discharge
50 Million Times

P.254

P.225 P.236 P.241

MGA

-40 ~ +105°C

Standard

P.245

MGK

P.251

LS2 LS LSG LSM LSK

-40 ~ +85°C
Snap-in

Standard

-40 ~ +105°C

5,000 Hrs

-40 ~ +105°C

3,000 Hrs

-40 ~ +105°C

Standard

-40 ~ +85°C
For Over Voltage
Vent Operation

Test

P.184 P.173 P.187 P.197 P.208

LHM LSR LSP

-25 ~ +105°C

7,000 Hrs

-25 ~ +105°C

3,000 Hrs

High R. C.

High Speed

Charge/Discharge

50 Million Times

 P.221 P.205 P.214

-25 ~ +105°C

5,000 Hrs

Bi-polarized

Axial

TUC / TSC
-55°C ~ +125°C

High Ripple Current
25 ~ 40V,

125°C, 3,000 Hrs
140°C, 1,000 Hrs

TUB / TSB
-55°C ~ +125°C

Compact
25 ~ 75V

125°C, 5,000 Hrs
140°C, 2,000 Hrs

TUR / TSR
-55°C ~ +125°C
Very High Ripple
Current, 25 ~ 63V
125°C, 10,000 Hrs
150°C,   2,000 Hrs

TUK / TSK
-55°C ~ +125°C
High Riliability

25 ~ 100V
125°C, 5,000 Hrs
150°C, 1,000 Hrs

TU / TUS
-55°C ~ +125°C
Ultra Compact

25 ~ 40V
125°C, 10,000 Hrs
140°C,   2,000 Hrs

TXJ / TSJ
-55°C ~ +125°C

Low ESR,
25 ~ 63V,

125°C, 10,000 Hrs
150°C,   2,000 Hrs

RNG

-40 ~ +105°C
Standard

RN

-40 ~ +85°C
Standard

P.167P.169

SN

-40 ~ +85°C
7 mmL

Standard

P.171

SSN

-40 ~ +85°C
5 mmL

Standard

P.172

Radial - 7mmL and 5mmL

SSG SS SEA SG SJA

-40 ~ +105°C
5 mmL

Standard

-40 ~ +85°C
5 mmL

Standard

-40 ~ +85°C
7 ~ 9 mmL
Standard

-40 ~ +105°C
7 mmL

Standard

-55 ~ +105°C
7 mmL, Wide
Temp. Range

SSL
-40 ~ +85°C

5 mmL
Low Leakage

Current

P.164 P.163 P.158 P.159 P.162

P.165

SLA
-40 ~ +85°C

7 mmL
Low Leakage

Current

P.160

SA
-40 ~ +105°C

7 mmL
Low Leakage

Current

P.161

SXJ

-55 ~ +105°C

Low ESR
5 ~ 7 mmL

P.166
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