
Aluminum Electrolytic Capacitors 

1. Carrier Tape
Fig. 1-1 Fig. 1-2 

Unit: mm 
D×L A B d F P P1 P2 t1 t2 W W1 Fig. No. 

4×5.3 5.0 5.0 1.5 5.5 8 2.0 4.0 0.4 5.8 12.0 1.75 1-1

4×5.7 5.0 5.0 1.5 5.5 8 2.0 4.0 0.4 6.2 12.0 1.75 1-1

5×5.3 6.0 6.0 1.5 5.5 12 2.0 4.0 0.4 5.8 12.0 1.75 1-1

5×5.7 6.0 6.0 1.5 5.5 12 2.0 4.0 0.4 6.2 12.0 1.75 1-1

6.3×5.3 7.0 7.0 1.5 7.5 12 2.0 4.0 0.4 5.8 16.0 1.75 1-2

6.3×5.7 7.0 7.0 1.5 7.5 12 2.0 4.0 0.4 6.2 16.0 1.75 1-2

6.3×7.7 7.0 7.0 1.5 7.5 12 2.0 4.0 0.4 8.3 16.0 1.75 1-2

8×6.5 8.7 8.7 1.5 7.5 12 2.0 4.0 0.4 6.8 16.0 1.75 1-2

8×10 8.7 8.7 1.5 11.5 16 2.0 4.0 0.4 11 24.0 1.75 1-2

10×10 10.7 10.7 1.5 11.5 16 2.0 4.0 0.4 11 24.0 1.75 1-2

Tol. 0 .2 0 .2 0.1/ 0 0 .1 0 .1 0 .1 0 .1 0 .1 0 .2 0 .3 0 .15

2. Packaging

Fig. 2-1  Reel Fig. 2-2  Polarity 

Pull out direction 

Unit: mm
D×L 4~5×5.3~5.7 6.3×5.3~7.7 8×6.5 8~10×10

W 14 18 18 26

3. Packing specification
Fig. 3-1  Packing box dimensions Packing number

D×L Number/Reel Number/Box 

4 2,000 10,000

5~6.3 1,000 5,000

8×6.5 1,000 5,000

8×10 500 2,000

10×10 500 2,000

Unit: mm
D×L 4~5×5.3~5.7 6.3×5.3~7.7 8×6.5~10 10×10

H 105 125 125 180

t=3 
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